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EMC COMPLIANCE

This device has been tested and found to comply with the standards for a class B digital device,
pursuant to Part 15 of FCC Rules. Those standards are designed to provide reasonable protection
against harmful interference in a residential installation. This device generates and can radiate radio
frequency energy and, if not installed and used in accordance with the instructions, may cause
harmful interference to radio communications.

If this device does cause harmful interference to radio or television reception, which can be
determined by turning the device off and on, user is encouraged to try to correct the interference by
one or more of the following measures:

> Reorient or relocate the receiving antenna

> Increase the separation between the device and receiver

> Plug the device into a wall outlet different from that connected to the receiver.
> Consult the dealer or an experienced technician for help.

CAUTION: any change or modification not expressly illustrated in this manual may void the warranty.
NOTE: any unshielded cable is not allowed to be used in the device.



Important Safety Instructions

Thank you for selecting ViewEra's high performance, multi-function LCD monitor . To ensure your safety and extend
product life, please read and follow the instructions before using it, and comply with the following safety cautions:

1) To avoid electric shock, never touch the inside of the monitor. Only a qualified technician should open the monitor case.
2 ) Keep the manual for future use.
3) Follow all the warnings and instructions strictly on the manual.
4) It is high dangerous voltage inside the product. Do not attempt to repair the product by yourself.
5) This monitor is equipped with a three-wire grounding type of power source indicated on the marking label. If the plug can't
be inserted iinto the outlet, please contact a technician for replacing the original outlet to keep the safeguard measure in effect.
6) Do not allow water or other liquids to spill on or into the LCD monitor

7) Don't use the attachments which are not recommended by the monitor manufacturer as they may cause hazards.
8) Do not rest anything on the power cord. If the power cord is damaged, do not use the monitor.

9) Don't overload outlets or extend cords as it can result in fire or electric shock.

10) If you want to disconnect the power cord from the product, be sure to grasp the plug, not the cable.

11) Unplug the monitor when it is going to be left unused for an extended period of time.

12) Place the monitor in a place of good ventilation, low humidity and dust environment, and avoid direct sunlight.
13) The openings on the back cover are designed for ventilation. To prevent overheating, do not block or cover these openings.






7. Warranty & Customer Service

ViewEra warrants the V195 and V221 series TFT-LCD monitors for 1 year on LCD panel, parts and labor.
For detailed information, please refer to our website. (http:// www.viewera.com/warranty.htm)

Contact your ViewEra retailer or ViewEra for after sale service.
You may contact ViewEra Customer Service for technical support or RMA:

1. By Mail: ViewEra Corp.
20526 Carrey Road
Walnut, CA 91789

2. By Telephone: (800)900-6098 ( Business hours-- 9:00 am — 6:00 pm PST, Mon — Fri. )
3. By E-mail - Tech. Support: support@viewera.com; RMA: rma@yviewera.com

8. Registration

To receive the full warranty applicable to your purchase, you need to get on our website to fill out the online
registration form in Support - http://www.viewera.com/registration.htm , and then email or fax us your purchase

invoice. (Email: cs@viewera.com; Fax: (909)595-3708 )



9. Troubleshooting

1)

2)

3)

4)

No image

> Check if the power cord is well connected.
» If the monitor power is on but no picture shows on the screen, please contact support@viewera.com for assistance.

“No Input Signal” appears.

»  Check if the signal cable is tightly connected between the monitor and your video player/ device.
» Check if your video card driver is correctly installed when the problem happen on VGA connection.

The image is blurry or not positioned correctly under VGA connection.

»  Enter the Image menu in the OSD and then select “AUTO SIZE” to adjust the display to optimum.
Reset your monitor to its native resolution of 1440 by 900 for V195 series or 1680 by 1050 for
V221 series.

The color is abnormal

»  Check the connection of signal cable and make sure the two screws on the connector are securely tightened.
»  Chick if there is any pin on the signal cable bent or broken off. If there is, it is required to replace the signal cable.
> Enter the COLOR MODE menu and select different preset color hue.
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10. Specifications

Model

V221 Video Series V195 Video Series
Features
Panel Type Active TFT-LCD Active TFT-LCD
Panel Size 22" diagonal 19" diagonal
Pixel Pitch 0.282 (W) x 0.282(H) mm 0.2835 (W) x 0.2835 (H) mm
Brightness 300 cd/ m? (typical) 300 cd/ m? (typical)

Contrast Ratio
Response Time
Viewing Angle (H/ V)
Max. Resolution
Display Color
Display Area
Dimensions (unit size)
Weight
Power Consumption
Power Supply Input Voltage
Built-in Speakers
Frequency — Horizontal
-- Vertical
Wall Mount
Safety Certificate
HDCP

1000:1 (typical)

5 ms (gray to gray, typical)
170°/160° (typical)

1680 (W) x 1050 (H)

16.7 M

18.65 (W) x 11.66 (H) inches

20.67" (W) x16.77" (H) x 3.14" (D)
N.W.: 15.4 Ibs; GW.: 18.7 Ibs

48 watts (maximum)

100-240V /60-50Hz

5 Watts x2

31KHz ~ 96 KHz

56 ~ 76 Hz

VESA 75 bracket (screw spec.: M4x8)
FCC, CE, CB

Support

800:1 (typical)

5 ms (on/ off, typical)

160°/160° (typical)

1440 (W) x 900 (H)

16.7 M

16.07 (W) x 10.04 (H) inches

18.11" (W) x 15.11" (H) x 3.14" (D)
N.W.: 13.2 Ibs; GW.: 16.5 Ibs

45 watts (maximum)

100-240V /60-50Hz

5 Watts x2

30KHz ~ 81 KHz

55 ~75Hz

VESA 75 bracket (screw spec.: M4x8)
FCC, CE, CB

Support




Model
Features

V221 Video Series

V195 Video Series

Supported Resolution on VGA mode

640 x 480 @ 60, 72, 75 Hz
720 x 400 @ 70 Hz

800 x 600 @ 60 , 72, 75 Hz
1024 x 768 @ 60, 70, 75 Hz
1152 x 864 @ 75 Hz

1280 x 768 @ 60, 70, 75 Hz
1280 x 960 @ 60 Hz

1280 x 1024 @ 60, 75 Hz
1600 x 1200 @ 60 Hz

1680 x 1050 @ 60 Hz

640 x 480 @ 60, 72, 75 Hz
720 x 400 @ 70 Hz

800 x 600 @ 60 , 72, 75 Hz
1024 x 768 @ 60, 70, 75 Hz
1152 x 864 @ 75 Hz

1280 x 768 @ 60, 70, 75 Hz
1280 x 960 @ 60 Hz

1280 x 1024 @ 60, 75 Hz
1440 x 900 @ 60 Hz

Recommended resolution

1680 x 1050 @ 60 Hz

1440 x 900 @ 60 Hz

Operating/ Storage Conditions:

Operating: 5°C ~ 40°C; 10%-85% RH / Storage: -20°C ~ 55°C; 5%-95% RH

HDMI x1

Video signal: 1080 p/i, 720 p, 576 p/ |, 480 p/ i
Audio: LCPM — 88.2 KHz, 48 KHz, 44.1 KHz, 32 KHz

Component (Y/Pb/Pr) x1

Y: 75 Ohm, 1Vp-p; Pb/Pr: 75 Ohm, 0.7Vp-p
Video signal: 1080 p/i, 720 p, 576 p/ |, 480 p/ i

VGA x1

D-sub 15 pin, 75 Ohm, 0.5~0.7 Vp-p; H/V: TTL level

S-Video x1

Y: 75 Ohm, 1Vp-p; C: 75 Ohm 0.286 Vp-p

CVBS (AV In x1; AV Out x1)

75 Ohm, 1Vp-p (NTSC/PAL/SECAM)

Audio In x1 / Audio Out x1

20K Ohm, 0.5Vp-p

Earphone

16 ~ 300 Ohm, 100mW + 100mw
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Resolution and refresh rate for V195 series on HDMI connection

NO. Mode Resolution Refresh(Hz)
1 VGA 640X480
2 SVGA 800X600
3 XGA 1024X768 60Hz
4 WXGA 1440X900
5 720X480 progressive/interlacing
6 720X576 progressive/interlacing 50Hz
7 VIDEO 1280X720 progressive 50Hz
8 1280X720 progressive 60Hz
9 1920X1080 progressive/interlacing 50Hz
10 1920X1080 interlacing 60Hz
Resolution and refresh rate for V221 series on HDMI connection
NO. Mode Resolution Refresh(Hz)
VGA 720X400 70Hz
1 640X480
2 SVGA 800X600
3 XGA 1024X768 60Hz
4 SXGA 1360X768
5 720X480 progressive/interlacing
6 720X576 progressive/interlacing 50Hz
7 VIDEO 1280X720 progressive 50Hz
8 1280X720 progressive 60Hz
9 1920X1080 progressive/interlacing 50Hz
10 1920X1080 interlacing 60Hz




